RIDGE

ASSOCIATION, INC.

KINGS

COMMUNITY

Kings Ridge Community Association Irrigation Modification Authorization Form

Although the irrigation system beyond the electric valve is the responsibility of each
Neighborhood, procedures have been put in place to ensure that any modification to
neighborhood systems do not cause harm to the Kings Ridge Community Association (KRCA),
irrigation system, neighboring systems or cause further detriment to neighborhood system being
modified.

Please be advised that all costs associated with irrigation alterations are the sole
responsibility of the homeowners.

This completed form is part of your ACC application.
1. Neighborhood Address

Request the information below from the Clubhouse Office.
2. Pump, Clock and Zone number to be modified: Current P.S.I. Flow

3. How will your ACC application change your existing irrigation layout? (trees are a change).
(If no change, then state “no change”; you will not need to create a work order). Go to # 8.

4. You must have a work order for any changes that may affect your irrigation system. Work
Orders can be requested online or at the Clubhouse office. The work order is to request that
your neighborhood irrigation vendor reviews the changes and flags your irrigation heads.

Work Order # Date: Closed Work Order Date:

5. You must have a completed/ closed work order to obtain all signatures below. You need to
check with the Clubhouse office as to the status of the above work order. Time frame for
completion of work order is dependent on Neighborhood vendor.

6. If adding or extending any structure or object, the homeowner must provide a drawing
depicting the existing and proposed irrigation layout with this form.

7. What is the project duration?
8. Complete all signatures below:

Homeowner Signature: Print Name:
KRCA Irrigation Representative: Date: (Must have W/O close date)
NARC Name and Signature: Date:

Kings Ridge Community Association assumes no responsibility in the success or failure of any
modifications undertaken by Neighborhoods. It is further understood by the Neighborhood that
they cannot exceed flows already established by KRCA.

See Protocol and Irrigation Indemnification form attached.
Revised 3/31/2025. Effective Date 4/23/2025
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PROTOCOL FOR REMODELING IRRIGATION ZONE FOR NEW STRUCTURE

Acquire and fill out the Irrigation Modification form. This document must be signed by
the homeowner and returned with the ACC application for approval.

Once the form is completed, KRCA representative will review, may offer alternate
method of design or sign off on new layout as proposed by homeowner.

Mark out layout for new structure clearly.

Submit a work order to flag all heads in and around the proposed new structure and
appropriate irrigation clock and zone.

The Homeowner shall call the Clubhouse Office for any damage to the irrigation
system: 352242-9653.
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All piping, fittings and heads may have to be removed as the proposed by the new
structure.

Note: no equipment is to be left under the new structure.

Neighborhood Irrigation Company Representative: Any pipes that are running through
the new structure area must be rerouted around new structure with at least 1’
clearance all around. all piping should be minimum 12” deep.

New heads to be installed around the new structure must not exceed 5 feet per
second velocity. Pipe size appropriately.

If required: head spacing adjustments may be required for surrounding heads to
accommodate new heads for the new structure.

KRCA representative to inspect completed project.

THE ONLY VENDOR(S) AUTHORIZED TO MAKE REPAIRS TO THE IRRIGATION SYSTEM
ON A RESIDENT’'S PROPERTY ARE THE NEIGHBORHOOD IRRIGATION VENDOR(S).
MODIFICATIONS OR RELOCATIONS MAY BE MADE BY THE NEIGHBORHOOD
IRRIGATION VENDOR WITH PRIOR APPROVAL BY THE KRCA VENDOR/MANAGER.
UNDER NO CIRCUMSTANCES MAY THE HOMEOWNER OR THE HOMEOWNERS HIRED
VENDOR MAKE REPAIRS, MODIFICATIONS OR RELOCATION TO THE IRRIGATION

SYSTEM.
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MASTER ASSOCIATION MINIMUM REQUIREMENTS TO ADD
HEADS IN EXISTING ZONES

Should Know What Total Flow Into Zone |s Before Adding Heads.

Notify KRCA Irrigation Representative Of Projected Total Flow Before Adding Heads.
Verify After Additions Are Complete.

Field Verify Actual Pipe Sizes In The Ground.

Flow Should Not Exceed The Already Established Flow For Zone You Are Working In.
Flow Should Not Exceed 5 Feet Per Second Velocity In Any Part Of The Affected Pipe
Zone.

Never Connect To Flex Pipe To Add Heads, Always Go Back To Proper Size PVC.
Adhere To Irrigation Association Installation Practices When Performing Additions.
Call For Inspection Prior To Covering.

0 Confirm With KRCA Irrigation Representative For Final Inspection Of Proposed Project.



